
Charging points: 
Dimensions (HxBxD):
Screen:
DC output voltage:
Connection rating:
Output power:
Protection:
Enclosure rating:
Supported Protocols:

Connectivity:

Weight:
Energy measurment:
Cable:

Harmonic distortion:
Power units:
Weight power units:
Warranty:

2 x CCS2 
2150 x 782 x 782mm
15,6 inch
150V - 1000V
800A
480kW
MCCB + adjustable RCD
IP54, IK10
OCPP 1.6J / 2.0.1, 
Modbus RTU/TCP
Dual 5G, Wi-Fi, Ethernet,
Wi-SUN, RS-485
830 kg
MID-meter
5m air-cooled 380A (max.
500A) Optional 5m 
liquid-cooled 500A
(max. 650A)
≤3% 
12 x 40kW
17kg per unit
24 months

Innovative DiagnosticsTouchscreenFast Maintenance

The Standard in Fast Charging
The Autel DH480 sets the standard in high-power DC
charging, offering a modular output of up to 480 kW.
Its design allows individual components to be
replaced in under five minutes. With its smart
connection to the O&M Cloud, any malfunction can
be remotely analyzed. The DH480 also features
EcoCool Airflow Technology, which efficiently cools
the charger without the use of fans, reducing
maintenance needs and operating costs. It comes
standard with a 15.6-inch touchscreen and can be
configured with two charging outlets. A cable
management system is included, while a payment
terminal is available as an option.

www.revoltzero.com
info@revoltzero.com
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This productsheet is for informational purposes only. Please refer to the
manufacturer's manual for the most current and accurate data.


